204      PREPARATION  AND  USES   OF  WHITE   ZINC   PAINTS
GERMAN REGULATIONS OF 27x1-1 JUNE 1905, WHICH
CAME INTO FORCE isx JANUARY 1910
NOTICE REGARDING UNDERTAKINGS IN WHICH PAINTING,
HOUSE - PAINTING, COATING WITH " ENDUITS," OR
VARNISHING ARE EXECUTED
Having considered paragraph 120 of the Industrial
Regulations, the Bundesrat has enacted the following
requirements for undertakings in which house-painting,
coating with enduits^ or varnishing are executed.
/. Requirements for Undertakings Involving the Work of
Painters, tl Enduiseurs" Whitewashes (Distemperers)>
or Varnishers
1.  As regards grinding, mixing, and the other manipula-
tions of white  lead  and   other lead  pigments, or  their
compounds,   with   other   dry  substances,   the   workmen
must not be in direct contact with the lead, and must be
efficiently protected against the dust which is produced.
2.  The   grinding  of   white   lead   with  oil   or   varnish
must not be done by hand, but mechanically, in vessels
arranged so that no dust can escape into the space where
they work.
This requirement, likewise, applies to other lead
pigments; the latter may be ground by hand, provided
that the workmen so employed are men of more than
eighteen years of age, and that the amount to be ground
by one workman in a day does not exceed i kilo
(2'2 Ib.) of red lead, nor 100 grms., say 3^ oz. of the
other pigments.
3.   Dry scraping with the knife and by pumice stone,